
Performance Bulletin
YPB#: PB_PAT_2400TE_VZ250TLR_6-28-05_FLT

Performance Data
RPM MPH GPH MPG
1000 5.2 1.3 4.00
1500 6.9 2.0 3.45
2000 7.9 3.3 2.39
2500 10.2 4.6 2.22
3000 22.7 5.9 3.85
3500 30.8 7.1 4.34
4000 37.5 9.6 3.91
4500 42.5 12.7 3.35
5000 46.1 16.1 2.86
5500 54.0 19.9 2.71
6000 58.3 21.6 2.70

Seconds to Plane 4.09

Test performed and certiþ ed by Yamaha Application Engineers.

Boat Manufactured By:
Pathþ nder Boats Å 3207 Industrial 29th Street Å Fort Pierce, FL 34946

(888) SHALLOW Å www.pathþ nderboats.com

Boat: Pathþ nder 2400 Tourn. Ed.
Length 23' 11"
Beam 8' 6"
Dry Weight (published) 2,367 lbs.
Max HP 300
Fuel Capacity 80 gals.
Weight as Tested (approximate) 3,701 lbs.

Engine: VZ250TLR
Horsepower 250
Fuel Induction High Pressure Direct Injection
Displacement 204 cu. in.
Weight 539 lbs.
Gear Ratio 1.75
Mounting Height #1 on Hydraulic Jackplate
Propeller (Dia/Pitch) 14-1/2 x 23 VXMAX
Propeller Part # 69L-45976-10-00

Test Conditions:
Number of People 2
Air Temperature 90Á F
Water Temperature 85Á F
Elevation Sea Level
Wind Velocity 5-10 MPH

Comments:
Test weight includes 1/2 tank of fuel, two batteries and safety and test 
equipment.

Note:
Data may vary due to changes in weather, elevation, options and equip-
ment, load and boat bottom conditions. Fuel data gathered with Yamaha 
Fuel Management System. Speed data gathered with GPS receiver.

Outboard Manufactured By:
Yamaha Motor Corp., USA Å OEM Division, Marine Group

1270 Chastain Road NW Å Kennesaw, GA 30144
(800) 88-YAMAHA

For other Performance Bulletins, visit www.yamaha-motor.com.

Test Date: 6/28/05

VZ250TLR

Note: Boat shown 
with optional out-
board motor.


